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Technical Data KBS  400 DG (NA)* KBS 620 DG KBS 750 DG (NA)* KBS 1010 DG
Sawband mm 5.730x34x1,1 6.175 x 41 x 1,3 6.990x41x1,3 7.470x41x1,3

Sawband inclination Degrees 3 3 3 3

Drive performance kW 3,0 4 5,5 7,5

Cutting speed m/min 15-90 15 - 90 15-100 15-120

Machine dimension (L X W X H) mm 2.710 x 1.200 x 2.150 3.000x1.160x2.280 3.230x1.160x2.420 3.610x1.160x2.420

Feedrate mm/min 300 0 - 300 0-300 0-400

Rapid advance/ return movement mm/min 2.500 2.500 2.500 2.500

Machine Weight kg 2.300 2.600 3.100 3.900

Working range mm 400 x 350 620 x 350 750 x 500 1.010 x 500

working range Profile mm 400x350 620x350

Working range Square mm 400x350

Working range Roundmaterial mm 360 360

Working range min. mm 10x10 10x10 10x10 45x10

Mitre range -45/90/+30 -45/90/+30 -45/90/+30 -45/90/+30

Tools Bi-Metal Bi-Metal Bi-Metal Bi-Metal

Material Feed Gripper (NA)*
•	 Material feed gripper with hydraulic 

clamping unit for KBS 400 and 750
•	 Positioning drive with servo motor and 

planetary gearing over precision measu-
ring rack and absolute rotary encoder

•	 Minimal remnant lengths due to opti-
mized gripper contour 

NC-Controlled Cutting-Angle 
Setting
•	 Adjustment on free-standing control 

console
•	 Measurement via absolute rotary encoder 

and frequency controlled motor
•	 Automatic, hydraulic clamping of the 

machine after reaching the mitre setting

Saw-Band Drive /  
Saw-Band Feed
•	 Strong drive power for increased cutting 

speed
•	 Infinitely-variable saw band feed can be 

adjusted directly on the saw frame
•	 Long saw band life even with the most 

varied material dimensions

KBS 400 DG
KBS 620 DG
KBS 750 DG
KBS 1010 DG


