SEMIAUTOMATIC BANDSAW ERGONOMIC DGH

Ergonomic semiautomatic

Universal semiautomatic bandsaw with a robust cast-iron arm and 27 mm high saw band. Material clamping and arm downfeed are controlled hydraulically. The material
feeding is manual. The complete cutting cycle is started by pressing the Start button. After material cutting, the arm of the machine is automatically returned to the top
adjustable position. Switching the machine to manual mode allows you to control all machine functions separately. Cast iron arm provide a better absorption of vibrations
during cutting than the arm from a welded construction. The saw band is driven by a double-speed industrial motor and an oil-bath worm gearbox.

The double-sided swivelling arm with the 45°- 60° range (at a stable position of the clamped material) and a robust vice ensures a universal use of the saw.

Sturdy rotary table enabling material to be cut
at an angle without debasing the finishing plate.
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A chip brush is always driven concurrently with the speed
of saw blade in order to provide an ideal cleaning effect.
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Freely adjustable control panel. Vice fast-feed ability provides a possibility of quick re-adjustment of
' clamping jaws according to the size of material in just a few seconds.

© BOMAR /2018 / All pictures have an ilustrative character / Changes and mistakes reserved



Right
Right

Left

Working mode

Smallest sawing diameter
Shortest length of cut-off piece
Saw band speed

Saw band dimensions

Drive

Machine dimensions

Ergonomic 320.258 DGH / Technical parameters

n O = [0 O
0° 258 320x100  275x 250 250
45° 210 210x100  185x 240 195
60° 135 135x100  135x110 170
45° 185 195x100 150 x 250 110

semiautomatic

9 5mm

20 mm

20 - 120 m/min

2910 x 25 (27) x 0,9 mm

1,5kW, 3x 400V, 50 Hz

Length - 1 500 mm / Width - 1 480 mm
Height - 2 000 mm / Weight - 390 kg
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Working mode

Smallest sawing diameter
Shortest length of cut-off piece
Saw band speed

Saw band dimensions

Drive

Machine dimensions

Ergonomic 340.278 DGH / Technical parameters

n O = [] O
0° 278 340x100  340x275 275
45° 260 230x100 230x255 230
60° 165 145x100 145x115 115
45° 205 220x100  145x275 180

semiautomatic

05mm

20 mm

20 - 120 m/min

3125x25(27)x 0,9 mm

1,5 kW, 3x 400V, 50 Hz

Length - 1 700 mm / Width - 1 570 mm
Height - 2 100 mm / Weight - 400 kg




SEMIAUTOMATIC BANDSAW ERGONOMIC DGH

Accessories, material conveyors

Ergonomic bandsaw is supplied with unrivalled equipment. With intelligent optional equipment and accessories, the machine may be adapted precisely to individual
requirements. With a wide range of accessories and connection pieces to BOMAR bandsaws, the handling “M” System is an ideal partner for handling material in
your workshop.

Innovative accessories

Micro-spray-system

For ideal cutting of pipes and profiles, the micro-spray unit
applies a grease film on the teeth points and lateral sides
of the saw band.

Workspace lighting
A lamp for lighting the workspace, adjustable and mounted
on the flexible arm.

Additional coolant inflow

The additional coolant inflow is used for extra wide materials.
If there is a need to get more coolant during the cut.

Laser liner

The laser unit copies the exact line in the saw band axis to the
material. Laser Liner allows precise adjustment of the marked
material.

Tenzomat _'\ Pistol for machine cleaning

A precise measuring tool for the control of the saw band tension Tool for fast and easy cleaning of the machine from chips
when a new band is installed. and burrs.

For more information about the machine and the possibility of extending it, please contact our sales department.

For more information about the machine and the possibility of extending it, please contact our sales department.
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Samp/e assembly

Ergonomic 3*}20.255 Ve
Conveyors M330 with steel rollers

Conveyors M330 with steel rollers

Connection part M 330 right —
Connection part M 330 left

NC material length-stop

Fixed vertical steel rollers, 4 pcs.

System M

Highly flexible handling solution for feeding medium weight materials. With the bearing
capacity up to 150 kg/m, a wide range of optional accessories, and connection pieces
to BOMAR bandsaws, the M System is ideal for handling material in your workshop.
Thanks to their default length of 2 and 3 m, roller tracks may be flexibly adjuste

to any environment.

MNCA - CNC material length stop - The length is shown directly on the material stop, displaying a
precise position in real time. The displaying system offers various
options of process setting and optimization.




